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SECTION 07572

PEDESTRIAN TRAFFIC COATING

PART 1:  GENERAL

1.01
WORK INCLUDED

A.
Furnish all materials, labor, tools and equipment for the application of cementitious coating over an existing concrete slab.

B.
The work includes preparation of an existing concrete slab.

1.02
related SECTIONS

A.
Section 01200 - Special Requirements

[B.
Section 03700 - Concrete Restoration]

1.03
QUALITY ASSURANCE

A.
Quality assurance and inspection shall be in accordance with Section 01210, Special Requirements.

B.
Comply with the manufacturer’s application instructions

1.04
SUBMITTALS

A.
Submit five samples of the coating system and color chart from the manufacturer.

B.
[Submit][Prepare] two 12 inch square mock-up samples of the color and surface texture for the University’s approval.

C.
Submit five copies of the manufacturer’s written data sheet, detail drawings, application guide, maintenance and cleaning instructions and Material Safety Data Sheets (MSDS).

1.05
DELIVERY, STORAGE AND HANDLING

A.
Deliver the specified product in original, unopened containers with the manufacturer’s name, labels, product identification and batch numbers.

B.
Store the specified product in accordance with the manufacturer’s recommendations.

C.
Handle products carefully to avoid damage to the containers. Read all labels and MSDS’s prior to use.

1.06
ENVIRONMENTAL CONDITIONS

A.
Do not apply material if it is raining, if rain is imminent or surfaces are wet.

B.
Precautions shall be taken to avoid damage  to any surface near the work zone while handling, mixing or applying the product.

part 2:  products

2.01
ACCEPTABLE MANUFACTURERS

A.
Excel-Coat K/D system as manufactured by Excellent Coatings Inc., Vista, CA.

B.
Substitutions: The use of a substitute product will be considered by the University provided that the subcontractor requests the substitution in writing with documentation from an independent testing laboratory or the manufacaturer that the proposed substitute product is compatible with the materials of Section 03700.

2.02
COATING SYSTEM COMPONENTS

A.
Excel-Coat K/D system:

1.
Primer:
Excel-Crete Primer 110 GQ

2.
Slurry coat:
Excel-Crete K/D II

3.
Texture coat:
Excel-Crete K/D II

4.
Top coat:
Excel-Coat clear sealer

2.03
RELATED MATERIALS

A.
Urethane sealant: Sikaflex 1a caulk, manufactured by Sika Corporation, Lyndhurst, N.J.

PART 3:  EXECUTION

3.01
PREPARATION

A.
Surfaces shall be free of excess roughness, voids, protrusions, loose particles, dust or debris.

B.
Surfaces must be free of curing agents, bond breakers, hardeners, oil, grease or foreign matter that may effect adhesion.

C.
Concrete repair:

1.
Repair concrete as necessary to correct minor imperfections (i.e. low spots, holes, ridges or projections) to within (1/16”.

2.
Repair areas shall be cleaned as previously specified and filled with Excel-Crete patching compound. 

3.
Cure patching compound 24 hours prior to application of the Excel-Coat K/D system.

D.
Control joints:

1.
Existing control joints shall be protected and continue to function as control joints after application of the Excel-Coat K/D system.

3.02
INSTALLATION

A.
Protect adjacent surfaces not scheduled to be coated.

B.
T he entire area, including control joints, is to be coated with the Excel-Coat K/D system followed by notching out and caulking of existing control joints. 

C.
The finished surface is to be of uniform color and free of  sags, bumps and holidays.


D.
Follow the application instructions in the Excel Application Guide.
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